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CUSTOMER RECOMMENDED MOUNTING GEOMETRY-1 N

CLIENT CABINET DOOR PANEL TOUCHSCREEN GLASS SEALING GASKET

INSTALLATION NOTES:

1.THE OPENING SIZE OF THE CLIENT CABINET DOOR PANEL

IS RECOMMENDED TO BE LAGER THAN THE SUGGESTED SIZE (SEE
SHEET 5 FOR THE SUGGESTED SIZE) .

2. ATTACH FLUSH MOUNTING BRACKETS ON ALL FOUR SIDES OF
DISPLAY WITH HEX HEAD M4x8(MAX) BRACKET SCREWS TO SECURE
THE DISPLAY TO THE ENCLOSURE PANEL.ADJUST THE DISPLAY AS
CLOSE AS POSSIBLE TO FLUSH WITH THE FRONT OF THE ENCLSOURE
PANEL BEFORE TIGHTENING M4 BRACKET SCREWS. A SOCKET
WRENCH IS RECOMMENDED IF CLEARANCE IS LIMITED.

3.APPLY A FULL CIRCLE OF LIQUIDE SILICONE ALONG THE EDGE
WHERE THE DISPLAY CONTACTS THE DOOR PANEL.

RESERVED WAIST-SHAPED HOLE FOR M4x8(MAX)

M4 SCREW INSTALLATION HOLE INSTALLATION SCREWS CONNECTION

SUGGESTED SUPPORT STRUCTURE
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